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FOR COATINGS, RESINS AND RELATED MATERIALS

(Approved by U.S. Department of Labter “Essentially Similar”to Eorm OSHA-20)
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DEFT CHEMICAL COATINGS

,17451 Von Karman Ave

714 549 8911
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EVAPORATION RATE D FASTER . SLOWER THAN ETH ER

[—_:] LIGHTER, THAN £:R

VAPOR DENSITY - E HEAVIER.
PERCENTVOLATILE ' 5 3. 7% WEIGHT PER 10.79
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UNUSUAL FIRE AND EXPLOSION HAZARDS
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PEC!AL FIRE FIGHT!NG PROCEDURES

Section IV FIRE AND EXPLOSION HAZARD DATA
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- Caution against application to hot surfaces and use
in areas where sparks or open flames may be present.

- Do not use water stream which might spreédd fire.
Water spray or fog can be used effectively.
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SectionV — HEALTH HAZARD DATA 7
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EFFECTS OF OVEREXPOSURE o ' o L N S
Moderate eye irritant. Possible irritation of skin by solventﬁi)
Irritation or narc051s can result from inhalation of solvent

Vapors.
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‘MERGENCY AND FIRST AID PROCEDURES : : R ; o
Skin centact - wipe off w1th a rag then thorough rlnSLng w1th water and
' , washing with mild soap and water. ,
Eye contact - flush 10 minutes with water and consult eye phy8101an.t y
Inhalation - remove to fresh air. - o '

SectionVI — REACTIVITY DATA -~ "% oo
sasiiry [ Junstaste  RX] sTasLe ' conomonsToavold = sparks from being struck wa.th B
NCOMPATABILITY (Materials to avoldy &0 - . ‘ ) steel Ob]eCt or statlc - =',-J.

{AZARDOUS DECOMPOSITION PROD

electr1c1ty. Avoid open. flame
in vicinity. AVOld exposureAf
to heat. R S
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Section VIl — PILL OR LEAK PROCEDURES | IR

i TEPS TO BE TAKEN IN CASE MATERIAL iS RELEASED OR SPILLED = AbsOrb Wlth Oil absorbing compound 6r dry B
rags. Flush with large volume of water.
Avoid sparks or open flame. :
V(*STED‘SPOSALMETHOD - Dispose of clean-up rags by wetting with water and keep in 3
closed container. Dispose in tightly closed container and finally sanitary! )

Section VIII — SPECIAL PROTECTION INFORMATION o randiill.

ESPIRATORY PROTECTION Good Ventilation

ENTILATION. — Use adequate ventilation using exhaust fan.

ROTECTIVE GLOVES — ves
YEPROTECTION -~ yeg .
THER PROTECTIVE EQUIPMENT

Section IX — SPECIAL PRECAUTIONS

RECABTIDNS TO BE TAKEN IN HANDLING AND STORING

- Use normal storing precautions as with any
OLmonmmcxmemw T paint. Keep away from heat, spark or open
o flame.

R PRECAUTIONS = Avoid prolonged
i inhalation of vapors.
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